CLARIDGE CORK

CLARIDGE CORK IS MADE FROM RENEWABLE RAW MATERIALS. THE COMBINATION OF OXIDIZED LINSEED OIL, RESIN, CORK AND PIGMENTS IN THE PRODUCT GIVES CLARIDGE CORK FLEXIBILITY AND RESILIENCE. CLARIDGE CORK HAS A SMOOTH, UNIFORMLY DENSE, SUEDE-LIKE SURFACE WITH EXCEPTIONAL DURABILITY. CLARIDGE CORK IS APPLICABLE IN EDUCATION: FROM CLASSROOMS TO HALLWAYS; IN HEALTHCARE FROM PUBLIC AREAS TO STAFF AREAS TO PATIENT ROOMS; AND IN OFFICE BUILDINGS – ON THE WALLS IN OFFICES, IN CONFERENCE ROOMS AND MEETING AREAS.

CLARIDGE CORK:

1/4" UNMOUNTED CORK NUMBER
1100 TAN
1105 DESERT SAND
1104 DENIM
1109 BUFF
1101 FAWN
1111 SMOKE
1113 STEEL GRAY
1112 DESERT SAND
1114 GREEN
1113 MIDNIGHT
1115 BRICK
1116 GRAPHITE

1/4" MOUNTED CORK NUMBER
1106 TAN
1102 DESERT SAND
1103 GREEN
1104 MIDNIGHT
1105 BRICK
1106 GRAPHITE

CLARIDGE CORK: COLOR OPTIONS

COLORS ARE REPRODUCED WITH REASONABLE ACCURACY. IF MATCH IS CRITICAL, CALL OR WRITE FOR SAMPLES.

1100 TAN
1105 DESERT SAND
1107 DENIM
1109 BUFF
1110 FAWN
1111 SMOKE
1113 STEEL GRAY
1115 BRICK
1116 GRAPHITE

CLARIDGE CORK:

FEATURES:
• Claridge Cork is made from pure natural ingredients
• The color-impregnated surface is durable, self-healing, soil resistant and washable
• Burlap backed. Claridge Cork is dimensionally stable and will not warp or crumble
• Meets ASTM E-84 and meets or exceeds MIL-C-15116-C, Type 1
• No toxins or harmful emissions

STANDARD SIZES:
• Claridge cork is priced on the basis of 4’ height and 1’ increments in length. All unmouted cork is shipped oversize for cutting to exact size on the job
• Mounted cork available in lengths up to 16’
• Full rolls of Claridge Cork average 95’ in length. Invoicing is based on actual square footage shipped

CUTTING CHARGE:
• For cutting mounted cork to other than standard sizes (both vertical and/or horizontal), a cutting charge may apply

PACKING CHARGE:
• A packing charge will be added to orders for less than 200 sq. ft. of mounted Claridge Cork

CLARIDGE CORK:

NUMBER | CORK THICKNESS | BACKING | WEIGHT PER SQ. FT.
--- | --- | --- | ---
Unmounted Cork 4” roll | 1/4” | Heavy Burlap | 1lb.
under 200 sq. ft. | 1/4” | Heavy Burlap | 1lb.
over 200 sq. ft. | 1/4” | Heavy Burlap | 1lb.
Mounted Corkboard | 1/4” | Burlap on Hardboard | 2lb.

CLARIDGE CORK IS MADE FROM RENEWABLE RAW MATERIALS. THE COMBINATION OF OXIDIZED LINSEED OIL, RESIN, CORK AND PIGMENTS IN THE PRODUCT GIVES CLARIDGE CORK FLEXIBILITY AND RESILIENCE. CLARIDGE CORK HAS A SMOOTH, UNIFORMLY DENSE, SUEDE-LIKE SURFACE WITH EXCEPTIONAL DURABILITY. CLARIDGE CORK IS APPLICABLE IN EDUCATION: FROM CLASSROOMS TO HALLWAYS; IN HEALTHCARE FROM PUBLIC AREAS TO STAFF AREAS TO PATIENT ROOMS; AND IN OFFICE BUILDINGS – ON THE WALLS IN OFFICES, IN CONFERENCE ROOMS AND MEETING AREAS.

CLARIDGE CORK:

FEATURES:
• Claridge Cork is made from pure natural ingredients
• The color-impregnated surface is durable, self-healing, soil resistant and washable
• Burlap backed. Claridge Cork is dimensionally stable and will not warp or crumble
• Meets ASTM E-84 and meets or exceeds MIL-C-15116-C, Type 1
• No toxins or harmful emissions

STANDARD SIZES:
• Claridge cork is priced on the basis of 4’ height and 1’ increments in length. All unmouted cork is shipped oversize for cutting to exact size on the job
• Mounted cork available in lengths up to 16’
• Full rolls of Claridge Cork average 95’ in length. Invoicing is based on actual square footage shipped

CUTTING CHARGE:
• For cutting mounted cork to other than standard sizes (both vertical and/or horizontal), a cutting charge may apply

PACKING CHARGE:
• A packing charge will be added to orders for less than 200 sq. ft. of mounted Claridge Cork
DESIGNER SERIES BULLETIN BOARDS

DESIGNER SERIES FABRICS ARE MADE FROM 100% RECYCLED POLYESTER. DESIGNER COLORS IN TWO DISTINCT FABRIC PATTERNS - INTERFACE (GUILFORD) FR701 (STANDARD COLORS) AND OPEN HOUSE (PREMIUM COLORS). ADDITIONAL GUILFORD COLORS AND FABRICS OPTIONAL.

DESIGNER FABRIC:

DESIGNER SERIES FABRIC

<table>
<thead>
<tr>
<th>NUMBER</th>
<th>DESCRIPTION</th>
<th>MAX LENGTH</th>
<th>WEIGHT SQ. FT.</th>
</tr>
</thead>
<tbody>
<tr>
<td>3100</td>
<td>Fabric on cork underlay</td>
<td>16'</td>
<td>1/2</td>
</tr>
<tr>
<td></td>
<td>Cut to Size – Less than 200 sq. ft.</td>
<td>16'</td>
<td>1/2</td>
</tr>
<tr>
<td>3102</td>
<td>Fabric on cork underlay</td>
<td>16'</td>
<td>1-1/2</td>
</tr>
<tr>
<td></td>
<td>Cut to Size – 200 sq. ft. or more</td>
<td>16'</td>
<td>1-1/2</td>
</tr>
<tr>
<td>3102EW</td>
<td>Fabric on cork underlay 1/4” hardboard</td>
<td>16'</td>
<td>1/2</td>
</tr>
<tr>
<td></td>
<td>with edges wrapped – 1/2” O.A.</td>
<td>1-1/2</td>
<td></td>
</tr>
<tr>
<td>3103</td>
<td>Fabric on duracore (not fire retardant)</td>
<td>16’</td>
<td>1</td>
</tr>
<tr>
<td>3103EW</td>
<td>Fabric on duracore (not fire retardant)</td>
<td>16’</td>
<td>1</td>
</tr>
<tr>
<td></td>
<td>with edges wrapped</td>
<td>1</td>
<td></td>
</tr>
<tr>
<td>3104</td>
<td>Fabric on 7/16” fire retardant Duracore</td>
<td>12’</td>
<td>1</td>
</tr>
<tr>
<td>3104EW</td>
<td>Fabric on 7/16” fire retardant Duracore</td>
<td>12’</td>
<td>1</td>
</tr>
<tr>
<td></td>
<td>with edges wrapped</td>
<td>1</td>
<td></td>
</tr>
<tr>
<td>3106</td>
<td>Full Rolls – Designer Fabric only</td>
<td>165’</td>
<td>1/8</td>
</tr>
<tr>
<td></td>
<td>Cut to Size – Designer Fabric only</td>
<td>165’</td>
<td>1/8</td>
</tr>
</tbody>
</table>

Specify “P” after item # for Premium Fabrics

FEATURES:
- Designer Series fabrics are offered in laminated panel form, fabric with cork underlay, or as fabric only.
- Colorfast, soil and stain resistant
- Fabric meets ASTM-E 84 Flame Tunnel Test Class “A” Rating
- Standard Sizes: All mounted Designer Series fabric panels (except 3106) will be priced on the basis of 4’ heights and 1’ increments in length. 3106 is 66” wide; cut to size pieces will be billed on the basis of 5’ heights and 1’ increments in length. Full rolls vary in length from 165’ to 180’. Billing is based on actual square footage shipped.

Note: 3100 may be shipped oversize for cutting to exact size on job.

CUTTING CHARGE:
- For cutting to non-standard sizes - both vertical and/or horizontal - (except 3106), a cutting charge may apply

PACKING CHARGE:
- A packing charge may be added to orders for less than 200 sq. ft. of Designer Fabric tackboard panels (except 3100 and 3106).

OPTIONS:
- C.O.M. fabrics approved for vertical surfaces in lieu of Designer Fabric – call for pricing

DELIVERY INFORMATION:
Unmounted materials up to 120 lbs. & mounted panels up to 4’ x 4’ can Ship UPS.
Freight Class 70.
FABRICORK

SEVERAL DISTINCT PATTERNS AVAILABLE – CHOOSE FROM “B”, “T”, “F”, “C” AND “S” SERIES PATTERNS AND COLORS. FABRICORK IS SUPERIOR IN STYLE AND PERFORMANCE – LONG-LASTING, EASY TO CLEAN, ALL IN A WIDE RANGE OF COLORS AND PATTERNS.

FABRICORK:

<table>
<thead>
<tr>
<th>NUMBER</th>
<th>DESCRIPTION</th>
<th>THICKNESS</th>
<th>MAX. LENGTH</th>
<th>WEIGHT SQ. FT.</th>
</tr>
</thead>
<tbody>
<tr>
<td>1380</td>
<td>Fabric on cork underlay on Duracore</td>
<td>1/2”</td>
<td>16’</td>
<td>1lb.</td>
</tr>
<tr>
<td>1380EW</td>
<td>1380 with edges wrapped</td>
<td>1/2”</td>
<td>16’</td>
<td>1lb.</td>
</tr>
<tr>
<td>1381FR</td>
<td>Fabric on flame retardant Duracore* wrapped</td>
<td>1/2”</td>
<td>12’</td>
<td>1lb.</td>
</tr>
<tr>
<td>1381FREW</td>
<td>1381 with edges wrapped</td>
<td>1/2”</td>
<td>12’</td>
<td>1lb.</td>
</tr>
<tr>
<td>1500</td>
<td>Fabric on cork underlay</td>
<td>1/4”</td>
<td>100’</td>
<td>1/2 lb.</td>
</tr>
<tr>
<td>1499</td>
<td>Fabric on cork underlay</td>
<td>1/4”</td>
<td>100’</td>
<td>1/2 lb.</td>
</tr>
<tr>
<td>1550</td>
<td>Fabric Only, no underlay</td>
<td>105”</td>
<td>1/2 lb.</td>
<td></td>
</tr>
<tr>
<td>1550EW</td>
<td>1550 with edges wrapped on Hardboard</td>
<td>1/2”</td>
<td>16</td>
<td>1-1/2 lbs.</td>
</tr>
</tbody>
</table>

Specify “P” after item # for premium vinyls.
* Flame retardant Duracore backer board has a Class A Fire Rating per ASTM E84 as follows – Flame Spread 25, Smoke Developed 20

FEATURES:
- Fabricork has a washable, stain resistant surface
- Vinyl coated fabric retains new appearance – wears indefinitely
- Vinyl fabric meets or exceeds Federal Specifications CCC-W-408A
- Available as fabric only, fabric mounted on cork underlay, and as mounted Fabricork tackboard panels

STANDARD SIZES:
- Fabricork panels are priced on the basis of 4’ height and 1’ increments in length. A cutting charge may apply

PACKING CHARGE:
- A packing charge may be added to orders for less than 200 sq. ft. of mounted Fabricork panels (except 1500)

OPTIONS:
- Fabric covered H-bar joints for joining two unframed panels. (12’ maximum length)
- C.O.M. vinyls approved for vertical surfaces can be used

FABRICORK: COLOR OPTIONS

COLORS ARE REPRODUCED WITH REASONABLE ACCURACY. IF MATCH IS CRITICAL, CALL OR WRITE FOR SAMPLES.

PREMIUM VINYL: COLOR OPTIONS

DELIVERY INFORMATION:
Unmounted materials up to 120 lbs. & mounted panels up to 4' x 4' can Ship UPS.
Freight Class 70.
HOOK-FAB

HOOK-FAB IS A HOOK-AND-LOOP COMPATIBLE NON-WOVEN 100% POLYESTER FABRIC PRODUCED BY HIGH DENSITY NEEDLING AND THERMAL BONDING. NO OTHER COMPONENTS OR MATERIALS ARE USED IN THE PROCESS OR MANUFACTURE. HOOK-FAB IS SAFE, NON TOXIC, RECYCLABLE AND ENVIRONMENTALLY FRIENDLY.

HOOK-FAB BULLETIN BOARDS:

No. 930
Hook-Fab on cork underlay

No. 934
Hook-Fab on cork underlay on 1/4" hardboard

HOOK-FAB: COLOR OPTIONS

COLORS ARE REPRODUCED WITH REASONABLE ACCURACY. IF MATCH IS CRITICAL, CALL OR WRITE FOR SAMPLES.

970 LIME
971 CHILI PEPPER
972 SAND
974 DARK BLUE
975 LIGHTSOUT
973 SILVER

DELIVERY INFORMATION:

Unmounted materials up to 120 lbs. & mounted panels up to 4' x 4' can Ship UPS.
Freight Class 70.
FRAME FINISHES

FRAMES AVAILABLE IN ALUMINUM OR WOOD. ALUMINUM FRAMES IN SATIN ANODIZE OR MEDIUM OR DARK BRONZE COLOR ANODIZE. POWDER COAT IN 302P BLACK AND 314P BRONZE, IN STANDARD POWDER COAT FINISHES, THREE TEXTURED FINISHES AND FIVE NEW TRANSPARENT POWDER COAT FINISHES. WOOD FRAMES ARE AVAILABLE IN OAK, WALNUT, MAHOGANY, MAPLE, CHERRY AND EBONY FINISH. CUSTOM WOOD FINISH MATCHES AVAILABLE.

WOOD FINISHES:
COLORS ARE REPRODUCED WITH REASONABLE ACCURACY. IF MATCH IS CRITICAL, CALL OR WRITE FOR SAMPLES.

ALUMINUM FINISHES:
COLORS ARE REPRODUCED WITH REASONABLE ACCURACY. IF MATCH IS CRITICAL, CALL OR E-MAIL FOR SAMPLES.

ANODIZED FINISHES

HOUSE POWDER FINISHES

SATIN ANODIZED
MEDIUM BRONZE
DARK BRONZE
302P POWDER BLACK
314P POWDER BRONZE

MATERIALS
### POWDER COAT FINISHES:

Colors are reproduced with reasonable accuracy. If match is critical, call or write for samples.

<table>
<thead>
<tr>
<th>Color Code</th>
<th>Color Name</th>
</tr>
</thead>
<tbody>
<tr>
<td>RAL1003</td>
<td>SIGNAL YELLOW</td>
</tr>
<tr>
<td>RAL1013</td>
<td>OYSTER WHITE</td>
</tr>
<tr>
<td>RAL1015</td>
<td>LIGHT IVORY</td>
</tr>
<tr>
<td>RAL1018</td>
<td>ZINC YELLOW</td>
</tr>
<tr>
<td>RAL2009</td>
<td>TRAFFIC ORANGE</td>
</tr>
<tr>
<td>RAL3003</td>
<td>RUBY RED</td>
</tr>
<tr>
<td>RAL3018</td>
<td>STRAWBERRY RED</td>
</tr>
<tr>
<td>RAL3020</td>
<td>TRAFFIC RED</td>
</tr>
<tr>
<td>RAL4001</td>
<td>RED LILAC</td>
</tr>
<tr>
<td>RAL4004</td>
<td>CLARET VIOLET</td>
</tr>
<tr>
<td>RAL5000</td>
<td>VIOLET BLUE</td>
</tr>
<tr>
<td>RAL5002</td>
<td>ULTRAMARINE BLUE</td>
</tr>
<tr>
<td>RAL5005</td>
<td>SIGNAL BLUE</td>
</tr>
<tr>
<td>RAL5013</td>
<td>COBALT BLUE</td>
</tr>
<tr>
<td>RAL5015</td>
<td>SKY BLUE</td>
</tr>
<tr>
<td>RAL6002</td>
<td>LEAF GREEN</td>
</tr>
<tr>
<td>RAL6005</td>
<td>MOSS GREEN</td>
</tr>
<tr>
<td>RAL6024</td>
<td>TRAFFIC GREEN</td>
</tr>
<tr>
<td>RAL7001</td>
<td>SILVER GREY</td>
</tr>
<tr>
<td>RAL7015</td>
<td>SLATE GREY</td>
</tr>
<tr>
<td>RAL8017</td>
<td>CHOCOLATE BROWN</td>
</tr>
<tr>
<td>RAL8025</td>
<td>PALE BROWN</td>
</tr>
<tr>
<td>RAL9003</td>
<td>SIGNAL WHITE</td>
</tr>
<tr>
<td>RAL9005</td>
<td>JET BLACK</td>
</tr>
</tbody>
</table>

### OPTIONAL TEXTURED FINISHES

- Goldtone Vein
- Antiqued Copper Vein
- Bonded Silver Vein

### OPTIONAL TRANSPARENT FINISHES

- Candy Red
- Candy Purple
- Candy Teal
- Transparent Green
- Copper Powder